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Technical data and classification: LDPE mats 

 

Basic data 

 

96+% recycled LDPE polyethylene plastic boards suitable as ground protection 

plates for light and medium duty traffic. Assessed to be within European standard 

EN13501-1 and further meet the environmental requirements set by the Swedish 

Environmental Protection Agency. 
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Fireproof class 

EN ISO 11925-2 - EN ISO 9239-1               
 
 
 

Classes of reaction to fire performance for floorings - EN 13501-1 

Class Test method(s) Classification criteria Additional classifications 

A1FL 

EN ISO 1182 (1);  

and 

  

DT < 30°C; and  

Dm < 50 %; and  
tf = 0 (i.e. no sustained 

flaming) 

- 

  EN ISO 1716 

PCS < 2,0 MJ.kg-1 (1); and 

PCS < 2,0 MJ.kg-1 (2); and  

PCS < 1,4 MJ.m-2 (3); and  
PCS < 2,0 MJ.kg-1 (4) 

- 

A2FL 

EN ISO 1182 (1);  

or 

  

DT < 50°C; and  

Dm < 50 %; and  

tf < 20s 

- 

  

EN ISO 1716;  

and 
  

PCS < 3,0 MJ.kg-1 (1); and  

PCS < 4,0 MJ.m-2 (2); and  
PCS < 4,0 MJ.m-2 (3); and  

PCS < 3,0 MJ.kg-1 (4) 

- 

  EN ISO 9239-1 (5) 
Critical flux (6) 

≥ 8,0  kW.m-2 
Smoke production(7) 

BFL 
EN ISO 9239-1 (5)  

and 

Critical flux(6) 

≥ 8,0  kW.m-2 
Smoke production(7) 

  
EN ISO 11925-2 (8):  
Exposure = 15s 

Fs < 150mm within 20s - 

CFL 
EN ISO 9239-1 (5)   

and 

Critical flux(6) 

≥ 4,5 kW.m-2 
Smoke production(7) 

  
EN ISO 11925-2 (8):  

Exposure = 15s 
Fs £ 150mm within 20s - 

DFL 
EN ISO 9239-1 (5)   

and 

Critical flux(6) 

≥ 3,0 kW.m-2 

Smoke production(7) 

  
EN ISO 11925-2 (8):  

Exposure = 15s 
Fs < 150mm within 20s - 

EFL 
EN ISO 11925-2 (8):  
Exposure = 15s 

Fs < 150mm within 20s - 

FFL   No performance determined   

(1) For homogeneous products and substantial components of non-homogeneous products.  

(2) For any external non-substantial component of non-homogeneous products. 

(3) For any internal non-substantial component of non-homogeneous products.  
(4) For the product as a whole. 

(5) Test duration = 30 min.  

(6) Critical flux is defined as the radiant flux at which the flame extinguishes or the radiant flux after a test period of 30 
min, whichever is the lower (i.e. the flux corresponding with the furthest extent of spread of flame).  

(7) s1 = Smoke < 750 %.minutes; s2 = not s1  

(8) Under conditions of surface flame attack and, if appropriate to the end use application of the product, edge flame attack. 
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Recommended use 

Safe for / suitable as outdoor ground protection plates & indoor/outdoor 

temporary flooring. 

 

 

 

 

 

 

In consultation with the Technical Research Institute of Sweden 

 

 


